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ISS No MODIFICATION DATE SIGN

5312 2

 Gas Turn Welded Assy

14 M.S

 4989 2

 6mm End Cover Spacer

13 S.S

3/4" BSP
3597 1

 Plug

12 M.S

4463 1

 Nameplate

11 S.S

M12 HN12 32  Nuts 10 S.S

M12 HS12x35 16  Socket Screws 9 S.S

M12 HS12x50 16  Socket Screws 8 S.S

4481 2

 Mounting Feet

7 M.S

1/2" BSP
916 3

 Plug

6 BRASS

1/4" BSP

915B 1

 Plug

5 BRASS

3795 1

 Safety Valve

4 BRASS

 3792 6  Gasket 3
SP-AF/II

EX067 4984 2  90° End Cover 2 CI

3782-8TD 3782-8 1  Tubestack 8-60 1 S.S

Part No.

Drg No. Qty Description

Item Material


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


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Primary Circuit

Exhaust Gas Inlet/Outlet

Secondary Circuit

Inlet/Outlet

Notes:

Max - Working Water Pressure - 4 Bar

Max - Working Water Temp - 110°C

Max - Working Exhaust Gas Pressure - 0.5 Bar

Max - Working Exhaust Gas Temperature - 700°C
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1358 crs

Boss For Temp Probe For Engine

Shutdown Equipment. (Not Supplied)

2
1
9

Ø

1460 crs

4 ~ Mounting Holes Drill Ø14mm

'A'

3" Flange BS EN1092 PN6 Equivalent

4 ~ Holes Drill Ø18mm Equal-Spaced

On A 150mm PCD
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All Gas Turns To Be Fitted

As Shown In Section 'A-A'
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8 ~ Holes Drill Ø14mm Equal-Spaced

On A 260mm PCD

1843 crs
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6" Flange ANSI 150

8 ~ Holes Drill 22mm Equal-Spaced

On A 241.3mm PCD
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